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MODE L

103-501 I

BI-DIRECTIONAL DECADE
DECLASS REVIEW by NIMA/DOD

wEADCUT:

‘sl UM COUNTING RATE:

'NPUT TRIGGER REQUIREMENTS:

{4 R0UY SIGNAL CHARACTERISTICS:

T gger:

viinimum level change:

Maximum level change:

ise time shorter than:

Duty cycle:

Daired pulse resolutions:

Jptimum puise width at
50% amplitude:

GATE REQUIREMENTS:

Anable more positive than:

Disable more negative tha:

yWinimum level change:
vise vime less than:

Puise width at 50% amplituce:

Tagtle more positive thas

yisab.e more negative ths.:.

UTPUT OPEN CIRCUIT:

10 k source)

Aeset: More positive than:

Set: More negative than:

Reset to zero-More negative

than: :
Minimum duration:

POWER REQUIREMENTS:

DIMENSIONS:

WEIGHT:

CONSTRUCTION:

STATINTL

Nixie

1 mc

b votts
o volts
. 1 usec
50% or less in positive direction
1 psec

L4 pse

-9 volt
-8 voit

-9 VoIt s
JbH psac
.4 usec

- 5 volt
-3 volts

1-2-4-8 Code
-. 3 volt
-7 volts

-5 volis
.9 usec

-11v at 145 ma; +5.6v at 5 ma;
+180v at 5 ma

33/4"Hx1"Wx35/8'D
5 1/2 oz. STATINTL

Modular plug-in unit with edge-on printed
circuit board type plug, mating with Cinch
#951-18-70-161. 18 pin double sided P.C.

Loz s2cksir sised K561 o
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